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(8) The name, if known, of the vessel
or vessel owner receiving the liferaft;
and

(9) The date the liferaft is returned to
the owner or owner’s agent.

(g) The servicing facility must keep a
record of each liferaft approved by the
Coast Guard that it services for at
least five years, and must make those
records available to the Coast Guard
upon request. Those records must in-
clude—

(1) The serial number of the liferaft;

(2) The date of servicing and repack-
ing;

(3) The identification of any Coast
Guard or third-party inspector present;

(4) The name, if known, of the vessel
or vessel owner receiving the liferaft;
and

(5) The date the liferaft is returned to
the owner or owner’s agent.

(r) The servicing facility must pre-
pare and transmit to the OCMI, at
least annually, statistics showing the
nature and extent of damage to and de-
fects found in liferafts during servicing
and repair. The facility must notify the
OCMI immediately of any critical de-
fects it finds that may affect other life-
rafts.

[CGD 85-205, 62 FR 25547, May 9, 1997, as
amended by USCG-1998-4442, 63 FR 52192,
Sept. 30, 1998]

§160.151-59 Operating instructions
and information for the ship’s train-
ing manual.

(@) The liferaft manufacturer shall
make operating instructions and infor-
mation for the ship’s training manual
available in English to purchasers of
inflatable liferafts approved by the
Coast Guard, to enable vessel operators
to meet regulations 111/18.2, 19.3, 51, and
52 of SOLAS.

(b) The instructions and information
required by paragraph (a) of this sec-
tion may be combined with similar ma-
terial for hydrostatic releases or
launching equipment, and must ex-
plain—

(1) Release of the inflatable liferaft
from its stowage position;

(2) Launching of the liferaft;

(3) Survival procedures, including in-
structions for use of survival equip-
ment aboard; and
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(4) Shipboard installations of the life-
raft.

(c) The operating instructions re-
quired by paragraphs (a) and (b) of this
section must also be made available in
the form of an instruction placard. The
placard must be not greater than 36 cm
(14 in.) by 51 cm (20 in.), made of dura-
ble material and suitable for display
near installations of liferafts on ves-
sels, providing simple procedures and
illustrations for launching, inflating,
and boarding the liferaft.

§160.151-61 Maintenance instructions.

(@) The liferaft manufacturer shall
make maintenance instructions avail-
able in English to purchasers of inflat-
able liferafts approved by the Coast
Guard, to enable vessel operators to
meet regulations 111/19.3 and 111/52 of
SOLAS.

(b) The maintenance instructions re-
quired by paragraph (a) of this section
must include—

(1) A checklist for use in monthly,
external, visual inspections of the
packed liferaft;

(2) An explanation of the require-
ments for periodic servicing of the life-
raft by an approved servicing facility;
and

(3) A log for maintaining records of
inspections and maintenance.

Subpart 160.17 1—Immersion Suits

SOURCE: CGD 84-069a, 52 FR 1188, Jan. 12,
1987, unless otherwise noted.

§160.171-1 Scope.

This subpart contains construction
and performance requirements, and ap-
proval tests for adult and child insu-
lated, buoyant immersion suits that
are designed to prevent shock upon en-
tering cold water and lessen the effect
of hypothermia (extreme body heat
loss due to immersion in cold water).
Immersion suits approved under this
subpart will meet the requirements of
Regulation 33 of Chapter I1Il of the
International Convention for Safety of
Life at Sea (SOLAS), 1974, under the
Second Set of Amendments adopted 17
June 1983.
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